USE THIS TROUBLE SHOQTING FLOW CHART TO DIAGNOSE
A RADIO CONTROLLED CHOKER BELL WHICH FAILS TO RELEASE.

| START |
L
Is latch pin seized YES Is bark or dirt YES|Clean foreign matter
inside RCC? jammed in at either from end cap.
NOL lower/upper end cap?
Is antenna potting |YES | Return casting body NO |
damaged? to Johnson Ind. Is upper end cap YES| Disassemble & file or
NO.L damaged ot pin wiper grind damage.
Remove LEC fouling latch pin?
assembly. NO |
Is body casting YES{Return casting to
” .
5 UEC pod YES {Replace UEC pod. badly Sgnt\(le/d. Johnson Ind. for repair.
damaged? - -
NO \L Are latch pin ends  |YES{Grind or replace latch
_ _ _ mushroomed & fouling pin.
Do wires/connections| YES | Replace wire/solder end cap secls?
short to body? connections. NO |
NO \L Disassemble. Does YES{Clean, change seals
Push battery down latch pin bind in & lubricate.
to make firm upper/lower end cap?
contact with NO |
battery spring Does latch pin bind | YES{Grind holder ot
at receiver holder? interference.
Does catch rotate |YES|Is battery voltage  |YES | Replace battery. NF) L .
when release code less than 4.0 volts? less than 4.0 volts? Does slider roll pin, | YES{replace component
is transmitted? NO | spacer or spring bind causing binding.
YEST Are any wires loose? |YES | Solder repair as at_holder?
Push latch pin Check micro switch, required. NO YES
down onto catch. antenna & battery. ||S latch pin bent? HRepIoce latch pin.
L YES NO [
Does catch rotate NO [ Return entire RCC
when release code — NO |Are battery to Johnson Ind.
is transmitted? ls voltage present connections faulty?
at switch top
YES terminal? NO
YES.L i _
Measure resistance ls voltage present  |YES | Return RCC assembly Replace receiver.  |[YES{Retum original
from body casting at switch bottom to Johnson Ind. Does catch rotate receiver to JIL.
to antenna contacti+ | | terminal when switch when_transmitting?
rivet. Is antenna plunger is presged? NO \l,
open circuit? ND L Are yotating catch  [YES{Replace damaged
NO [ ls voltage present M Replace microswitch. bearings or washers bearings or washers.
Clean antenna at switch bottom damaged?
contact rivet in— terminal when switch VES NO L
side body casting. plunger is out? Replace servo. YES| Discard original
Reassemble. Does NO Does catch rotate Servo.
RCC release? when code is sent?
NO L NO L
Return RCC ass'y YES Return body casting Return RCC assembly
to Johnson Ind. to Johnson Ind. to Johnson Ind.
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