| START |
L

Is latch pin seized

USE THIS TROUBLE SHOQTING FLOW CHART TO DIAGNOSE
A RADIO CONTROLLED CHOKER BELL WHICH FAILS TO SET.

YES

Is bark or dirt

inside RCC?
NO ]

Remove LEC

assembly.

Is UEC pad

YES

Replace UEC pad.

damaged?

NO

Do wires/connections

YES

Repair wire/solder

short to body?

No |

Push battery down
to make firm
contact with

connections.

jammed in at either
lower/upper end cap?

YES

NO |

Clean foreign matter
from end cap.

Is upper end cap
damaged at pin wiper
fouling latch pin?

YES

NO |

Disassemble & file or
grind damage.

Is body casting
badly dented?

YES

Return casting ta
Johnson Ind. for repair,

NO |

Are latch pin ends
mushroomed & fouling
end cap seals?

YES

NO [

Grind or replace latch
pin.

Disassemble. Does

YES

Clean, change seals

Does catch rotate
under slider when
microswitch is
cycled by hand?

YES

less than 4.0 volts?

less than 4.0 volts?

at receiver holder?

battery spring. latch pin bind in & lubricate.
upper/lower end cap?
NO [
Remove latch pin. [NO |Is battery voltage  |YES | Replace battery. Does latch pin bind  |YES|Grind holder at

interference.

NO L

Are any wires loose?
Check microswitch,
antenna & battery.

YES

NO L

Solder repair as
required.

YES

Replace latch pin
and push down on
top of catch.

Is voltage present
at switch top
terminal?

YES

NO L

Are battery
connections faulty?

NO

Send release code
using portable
transmitter.

Does catch rotate
when release code
is transmitted?

YES

Return RCC ass'y
to Johnson Ind.

Is voltage present
at switch bottom
terminal when switch
plunger is pressed?

YES

NO |

Return RCC ossembly
to Johnson Ind.

Is voltage present
at switch bottom
terminal when switch
plunger is out?

YES

NO |

Replace microswitch.

Substitute radio.
Does catch rotate
under slider?

YES

NO L

Return RCC ossembly
to Johnson Ind.

Return original radio
to Johnson Ind.

NO |

Does slider roll pin,
spacer or spring bind
at holder?

YES

replace component
causing binding.

NO |
|Is latch pin bent? @Replace latch pin. |
NO |

Return entire RCC
to Johnson Ind.

Are rotating catch

bearing washers
damaged?

YES

Replace damaged

NO L

bearing washers.

catch rotate when

by hand?

Replace servo. Does

microswitch is cycled

YES

Discard original

NO L

to Johnson Ind.

Return RCC assembly

SEervo.
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